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PERFORMANCE SPECIFICATION

RESISTORS, FIXED, WIRE WOUND (POWER TYPE),

GENERAL SPECIFICATION FOR

This supplement forms part of MIL-PRF-26G, dated  14 June 2001 .

MIL-R-26/1   - Resistors, Fixed, Wire wound (Power Type), Styles RW10, RW11, RW12, RW13,
RW14, RW15, and RW16.  1/

MIL-R-26/2   - Resistors, Fixed, Wire wound (Power Type), Styles RW20, RW21, RW22, RW23,
and RW24.  1/

MIL-PRF-26/3   - Resistors, Fixed, Wire wound (Power Type), Styles RW29, RW30, RW31, RW32,
RW33, RW34, RW35, RW36, RW37 RW38, RW39 and RW47.  2/

MIL-PRF-26/4   - Resistors, Fixed, Wire wound (Power Type), Styles RW55, RW56, RW67, RW68,
and RW69.  3/

MIL-R-26/5   - Resistors, Fixed, Wire wound (Power Type), Styles RW70, RW74, RW78,
and RW79.  1/

MIL-R-26/6   - Resistors, Fixed, Wire wound (Power Type), Styles RW80, and RW81.  1/

1/ Inactive for new design.
2/ Styles RW30, RW32, RW34, RW36, and RW39 inactive for new design.
3/ All styles except RW56 inactive for new design.
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